



























































Screenpro Industrial Cleaner/Degreaser continued:
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EMERGENCY AND FIRST AID PROCEDURES

INHALATION: Remove to fresh air.

EYES: Immediately flush eyes with plenty of water for at least 15
minutes. Get medical attention without delay.

SKIN: Wash with copious amounts of water.

INGESTION: Drink large amounts of water. Do not induce vomltlng If
vomiting occurs, place head below hips to avoid aspiration into lungs.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: Unknown.

RECOMMENDATIONS TO PHYSICIAN: Treatment of overexposure should be
directed at control of systems and the clinical conditions. Careful
lavage may be required if ingested.
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STABILITY: Stable

CONDITIONS TO AVOID: HNone

INCOMPATIBILITY (Material to avoid): Oxidizing materials.
HAZARDOUS DECOMPOSITION PRODUCTS: Carbon monoxide and /or carbon
dioxide.

HAZARDOUS POLYMERIZATION: Will not occur.

CONDITIONS TO AVOID: None
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SECTION 07 - SPILL OR LEAK PROCEDURES

STEPS TC BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Absorb on
clay, contain and dispose of in accordance with local applicable
regulations.

WATER DISPOSAL METHOD: Dispose of in accordance with local applicable
regulations.
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RESPIRATORY PROTECTION (specific type): None required

VENTILATION: LOCAL EXHAUST: If applied by spray

MECHANICAL (general): Room ventilation should be sufficient. May be
augmented by local exhaust if vapors are irritating.

PROTECTIVE GLOVES: Chemical resistant

EYE PROTECTION: Face shield or Safety Glasses

OTHER PROTECTIVE EQUIPMENT: Apron and boots if operation is subject to
splashing.

S ——— T ——— S S S S — S S S — (— — _ — _— ——————— — ———— T —— - —

— e e ) P e S S S S S S S S R S S S S S S S S S S e e Sma e e e S S e i e S e S S —————

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Store products in
original sealed containers at 50 to 90 F.

OTHER PRECAUTIONS: Open bungs carefully to avoid spurting.

The information and recommendations of Screenpro contained in this MSDS
meets the requlrements of OSHA’s Hazard Communication Standard 29CRF
1910.1200 and is based upon our laboratory tests and experlence and to
the best of our knowledge are true and accurate. Any additional
information must be requested on letter head form from your 0.S.H.A and
contain a "Confidential" clause. Phone requests are not acceptable.



SCREENPRO INDUSTRIAL CLEANER
MATERIAL SAFETY DATA SHEET
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SECTION 01 - IDENTIFICATION JANUARY 1, 2005
Screenpro Screenpro Industrial Cleaner/Degreaser
1219 W. 1l1lth. Street is non-toxic, non flammable, water

Los Angeles, Ca. 90015 soluble, bio-degradable & drain safe.

It has a pleasant bubble gum odor
Emergency Call - 213-747-7799 Ingredients are proprietary.
Nights - 310-360-0069
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SECTION 02 - HAZARDOUS INGREDIENTS
CHEMICAL NAMES % CAS NUMBERS PEL TLV
ppm mg/M3 ppm mg/M3
2= (2-Butoxyethoxy) 35-55 112-34-5 Not Est. Not Est.
SECTION 03 - PHYSICAL PROPERTIES
BOILING POINT: 447 F/230 C SPECIFIC GRAVITY: 1.010 VAPCR
PRESSURE (mm Hg): 0.01 @ 20 C MELTING POINT: (F): Not Deten.
VAPOR DENSITY (AIR=1): 3.5 SOLUBILITY IN WATER: 100 %
EVAPORATION RATE (Butyl Acetate) <0.01  VOC: 485 GM/L APPEARANCE:
Colorless liquid FREEZING POINT Not established
PERCENT VOLATILES: Non photo reactive. ODOR: Bubble Gum Frangrance
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FLASH POINT (method used): 210 F (TCC)

FLAMMABLE LIMITS: Upper 15 Lower 2.2

AUTO-IGNITION: (F): Not determined

EXTINGUISHING MEDIA: Use carbon dioxide or dry chemical for small
fires. Use alcohol or water fog for large fires.

SPECIAI, FIRE FIGHTING PROCEDURES: Remove sealed drums from vicinity of
fire. Normal procedure for burning liquid. Use self contained
breathing apparatus.

UNUSUAL FIRE AND EXPLOSICN HAZARDS:

Sealed drums if heated by flame or high temperature can rupture due to
a build up of internal pressure. Low autoignition temperature 442 F.
NFPA CODES: HEALTH-1 FLAMMABILITY-1 REACTIVITY-O
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PRODUCT THRESHOLD LIMIT VALUE: Not established

ABSORBED THROUGH SKIN: Yes

SYMPTOMS OF OVEREXPOSURE: (ACUTE)

INHALATION: Prolonged breathing of vapor may be irritating.

EYES: Mild irritation

SKIN: Mild irritation

INGESTION: Stomach upset, vomiting.

EFFECTS OF REPEATED EXPOSURE (CHRONIC) None currently known.
SUSPECTED CANCER AGENTS: NTP, IARC, AND OSHA (FED) sources checked.
None present

* These chemical materials are subject to reporting requirements of
section 313 of SARA 1986 and 40 CFR Part 372.

There is no 2-(2-Butoxyethoxy) in our Industrial Cleaner, however,
2-(2-Butoxyethoxy) was used to make a product that was used to make a
product that is four generation removed from our product.



YARIES BY LOCAL AND
STATE REGULATIONS

FOR THOSE IMPOSSIBLE GLEANING JOBS

The Strongest, Non-toxic, Non-Flammable.
Water Soluble, Biodegradable, Drain Safe
Industrial Cleaner on the Market Today.

INDUSTRIAL STRENGTH

Screenpro’s Paint & Epoxy Removerisa low toxicity, biodegradable
solvent designed to remove paint, epoxy, ink, carbon, smutand grease
from a variety of surfaces. P&ER offers optimum solvency and a wide
variety of uses. P&ER is also an employee-safe product that will pre-
vent workers’ compensation claims usually associated with the use of
dangerous industrial chemicals.

s

Screenpro Paint & Epoxy Remover is an Industrial
strength cleaner that was designed to do the im-
possible jobs. With it’s high flashpoint and low
toxicity, it replaces halogenated compounds like
DMF, acetone, chlorofluorocarbon, freon, 1,1,1,
trichloroethylene, and methylene chloride.

1001 APPLICATIONS

Paint stripper and epoxy remover. Cleans rubber and plastic molding
equipment, removes urethane foam and coatings from molds, ink from e
printing equipment, and removes flashing type compounds associated
with printed circuit boards.

EASY TO USE

Screenpro P&ER can be wiped on with a cloth or applied directly to the
surface being cleaned with a spray bottle. Allow it to soak for 45 to 90
seconds, then rinse with a water spray of wipe with a damp cloth.

SCreccNPrRO

SAFER
STRONGER
CLEANING!

1219 West 11th Street ® Los Angeles, California 90015 e (213) 747-7799 e (800) 433-7799




Product Data Sheet

PAINT & EPOXY REMOVER

Screenpro Paint and Epoxy Remaover is an employee-safe product that will
reduce your workers' compensation clalms usually asoclated with danger-
ous chemicals. It features a high flashpoint, low toxicity, and optimum
solvency for a wide variety of uses. Screenpro Paint & Epoxy Remaover is
employed as a chemical reaction medium, a selective solvent, and a ver-
satile formulating agent for coatings, strippers, and cleaning compounds.

APPLICATION:

Paint & Epoxy Remover is a hybrid solvent
thatis designed to remove urethane foam
and coatings from molds, ink from printing
equipment, and grease from metal. Also
cleans rubber and plastic molding equip-
ment. Aggressively attacks vinyl, epoxy
adhesives, polyester, nylon and viton, and
removes oil, carbon and smut. In the elec-
tronics industry, P&ER removes flashing
type compounds, solder mask and solder
paste associated with printed circuit boards.

REPLACES:

Paint & Epoxy Remover is a low toxicity,
solvent that is neither carcinogenic,
mutagenic or tertratogenic and is com-
pletely biodegradable. Itis an obvious
replacement solvent for halogenated com-
pounds, acetone, DMF chlorofluorocarbon,
freon, 1,1,1, trichloroethylene, and methyl-
eng chloride.

PROPERTIES:

Paint & Epoxy Remover is essentially non-
corrosive and a very stable chemical under
normal conditions. It has outstanding clean-
ing ability at room temperature, boils at
395°F, freezes at-12°F and has a closed
cup flashpoint of 199°F. P&ER is completely
miscible with water and most organic sol-
vents, including alcohols, ethers, ketones,
aromatic and chlorinated hydrocarbons, and
vegetable oils. A slight color is normal.

ADVANTAGES:

- Faster Cleaning

- High flash point

- Rinses completely in cold or warm water
- Low evaporation rate

- Absorbs greater volume of solids

- Non-toxic within TLV's of OSHA

- Biodegradable. Meets BOD levels

- Low VOC per volume.
- Operates at normal room temperature
- Safe to use with all metals

For best results P&ER should be used as
received; however, it can also be diluted
with water. P&ER shouid be used at tem-
peratures between 70 and 85°F. However,
accelerated cleaning can be achieved by
heating to 150°F. P&ER is safe for use with
equipment constructed of polyethylene and

polypropylene.

DIRECTIONS:

P&ER may be sprayed on from a plastic
bottle or manuaily applied with a cloth. Al-
low it to soak for 45 to 90 seconds, then
wipe it off with a damp cloth or thoroughly
rinse with a water spray. For production
cleaning, a Screenpro Auto Washer, wash
out sink or dip tank is available.

PACKAGING:

P&ER is shipped in 55 gal. (460 Ib.) drums,
6 galion cases and 1 gallon bottles.

WARNING:

Cover all other nearby painted or finished
surfaces with heavy paper or cardboard.
Accidental spillage or spraying will result in
stripped or marred surfaces.

SAFETY PRECAUTIONS:

Although human patch tests indicate the
material is mild to the skin, repeated or
prolonged skin contact should be avoided.
We strongly recommend the use of gloves
while using this product. ltis a severe eye
irritant and should not be ingested. Inhala-
tion tests indicate no special hazard.
Narmal good practices for handling all

chemicals to avoid unnecessary exposure
should be followed,

STORAGE INSTRUCTIONS:

P&ER is a stable compound but it is hygro-
scopic. Therefore, shipping and storage
containers should be stored in a dry area,
sheltered from the weather, between 50
and 90°F. Some discoloration may occur
with long term storage. Shelf life is 6
months.

DISPOSAL:

P&ER is drain safe out of the bottle. When
combined with toxic products it is no longer
drain safe and must be disposed of as haz-
ardous waste. Screenpro Washers recycle
andfilter, eliminating the disposal of con-
taminated cleaner,

TRIAL SIZE GALLON -

Try our convenient 1-gallon
Trial Size {plus UPS charges),

SIX-PAK

Our money-saving Six-Pak
$3 K EE] comes six 1-galkon bottles fo
case (plus UPS charges).

55 GALLON DRUM —

Our best value 55-galion drum
of P &ER (Ask us about our
0l FREE freight allowance on
sach pre-paid order)




SCREENPRO PAINT & EPOXY REMOVER
MATERIAIL SAFETY DATA SHEET
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SECTION 01 - IDENTIFICATION JANUARY 1 Q05

Screenpro Screenpro PAINT & EPOXY REMOVER when

1219 W. 11th. Street used as directed is non-toxic, non-

Los Angeles, California 90015 flammable, water soluble, biodragable

Emergency call - 213-747-7799 Ingredients are proprietary.

SECTION 02 - HAZARDOUS INGREDIENTS

CHEMICAL NAMES % CAS NUMBERS PEL TLV
ppm mg/M3 ppm mg/M3

1-Methyl Butyro Lactam 40-55 872-50-4 Not Est. Not Est.
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BOILING POINT: 202 C SPECIFIC GRAVITY: 1.025

VAPOR PRESSURE (mnm Hg): 0.29 MELTING POINT: (F): Not Detemn.
VAPOR DENSITY (AIR=1): >1 SOLUBILITY IN WATER: Complete
EVAPORATION RATE (ether=1): <1 APPERANCE: Clear, colrless.
APPEARANCE & ODOR: Colorless liquid VOC: 473 GM/L
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FLASH POINT (method used): 199 F (COC)

FLAMMABLE LIMITS: 1.3% (lower); 9.5% (upper)

AUTO-IGNITION: 518 F

EXTINGUISHING MEDIA: Use water fog, carbon dioxide or dry chemical for
small fires.

SPECIAL FIRE FIGHTING PROCEDURES: Remove sealed drums from v1cln1ty of
fire. Normal procedure for burning liquid. Use self contained
breathing apparatus.

UNUSUAL FIRE AND EXPLOSION HAZARDS:
Sealed drums if heated by flame or high temperature can rupture due to
a build up of internal pressure.
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PRODUCT THRESHOLD LIMIT VALUE: Not established
ABSORBED THROUGH SKIN: None known currently

SYMPTOMS OF OVEREXPOSURE

INHALATION: Nausea or dizziness are p0551ble, but not likely
EYES: Mild and temporary irritation

SKIN: Mild irritation espe01ally after prolonged exposure
INGESTION: Effects similar to inhalation are expected

EFFECTS OF REPEATED EXPOSURE (CHRONIC) None currently known.
SUSPECTED CANCER AGENTS: NTP, IARC, AND OSHA (FED) sources checked.
None present

(OVER)




Screenpro Continued:

EMERGENCY AND FIRST AID PROCEDURES INHALATION: Remcove to fresh air.
EYES: Immediately flush eyes with plenty of water for at least 15
minutes. Get medical attention without delay.

SKIN: Wash with copious amounts of water.

INGESTION: Drink large glasses of water and induce vomiting. If
vomiting occurs, place head below hips to avoid aspiration into lungs.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: None currently known

RECOMMENDATIONS TO PHYSICIAN: Treatment should be directed at the
control of symptoms and the clinical condition.

SECTION 06 - REACTIVITY DATA

STABILITY: Stable

CONDITIONS TO AVQOID: None known

INCOMPATIBILITY (Material to avoid): Strong oxidizers.

HAZARDOUS DECOMPOSITION PRODUCTS: oxides of carbon and nitrogen.
HAZARDOUS POLYMERIZATION: Will not occur.

CONDITIONS TOC AVOID: None
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STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Absorb on
clay, contain and dispose of in accordance with local applicable
regulations.

WATER DISPOSAL METHOD: Dispose of in accordance with local applicable
regulations.
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RESPIRATORY PROTECTION (specific type): None required

VENTILATION: LOCAL EXHAUST: If applied by spray

MECHANICAL (general): Room ventilation should be sufficient. May be
augmented by local exhaust if vapors are irritating. ‘

PROTECTIVE GLOVES: Chemical resistant

EYE PROTECTION: Face shield or Safety Glasses

OTHER PROTECTIVE EQUIPMENT: Apron and boots if operation is subject to
splashing.
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PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Store products in
original sealed containers at 50 to 90 F.

OTHER PRECAUTIONS: Open bungs carefully to avoid spurting.

The information and recommendations of Screenpro contained in this MSDS
meets the requirements of OSHA’s Hazard Communication Standard 29CRF
1910.1200 and is based upon our laboratory tests and experience and to
the best of our knowledge are true and accurate. Any additional
information must be requested on letter head form from your Safety
Department and contain a “"Confidential" clause.





